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GA5091
only

GA5091 / GA5092
Angle Grinder

Cutting wheel cover attachment 
that can be easily attached/ 
detached from Wheel cover for 
depressed center wheel

Clip-on cutting wheel guard 
attachment

199710-5

Wheel 
diameter

125mm

Part No. 

Grip

Part No. 194514-0
Vibration proof

For use during cutting 
applications of 
Diamond wheel

Dust collecting wheel 
guard for cutting-o�

Part No.  191G06-2

Super �ange 47
Makes it easy to remove the 
grinding wheel etc. after 
grinding operations. 

Part No.  192227-7

Toolless lock nut M14
Part No. 195354-9

Accessories (optional)

GA5091X02 125 mm  (5'')

Standard Equipment:
Wheel Cover with Clip
on Cutting Wheel Guard
Attachment, Side Grip,
Lock Nut Wrench 35

Angle Grinder
• Easy-to-hold barrel grip housing.

Continuous Rating Input 1,900 W

Wheel Diameter 125 mm (5")

No Load Speed (RPM) 2,800 - 11,500

Dimensions (L x W x H) 349 x 140 x 129 mm
 (13-3/4 x 5-1/2 x 5-1/8")

Net Weight 2.8 - 4.0 kg (6.2 - 8.8 lbs)

264

Slide Switch

5"

Standard Equipment:
Wheel Cover with Clip
on Cutting Wheel Guard
Attachment, Side Grip,
Lock Nut Wrench 35

GA5092X02 125 mm  (5'')

Angle Grinder
• Easy-to-hold barrel grip housing.

Continuous Rating Input 1,900 W

Wheel Diameter 125 mm (5")

No Load Speed (RPM) 11,500

Dimensions (L x W x H) 326 x 140 x 123 mm
 (12-7/8 x 5-1/2 x 4-7/8")  
Net Weight 2.6 - 5.7 kg (5.7 - 8.4 lbs) 

Slide Switch

264

5"

Models and specs
may vary by country

PRODUCT
DETAILS

GA5092Models and specs
may vary by country

PRODUCT
DETAILS

GA5091



Continuous rating input: 1900W
• Heat generation in armature body is reduced by high grade steel sheet

Continuous rating input is drastically increased thanks to the following two improvements:

• Cooling performance improved by repositioned electrical parts, vent shapes 
and added diffuser

High grade steel sheet

Added diffuser

Easy-to-hold barrel 
grip housing
Circumference of grip portion

Toolless wheel cover 
with Slide style lever
Bevel can be adjusted and removed 
by sliding the lever.

GA5091/ GA5092: 205mm

Active Feedback 
sensing Technology 

Shuts down the tool, if the rotation speed suddenly slows down.

Time

Sudden reduction of 

Auto-Stop

Sp
ee

d

Super Joint 
System II

Leaf spring absorbs vibration and relieves shock 
during operation.

Wheel size

125mm

Anti-restart 
function

Constant 
speed control

Current 
limiter

•
•

•
•GA5091

GA5092

Variable 
speed control 

by dial

Mechanical 
brake

-
•

-
•

•
•

Soft Start

•
•

Slide switch
125mm (5”) GA5091/ GA5092


